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ABSTRACT 

In the city of Kandy traffic problems have m a d e severe impact o n people by c a u s i n g 

inconvenience and it h a s affected them socially and economical ly . In order to find 

so lut ions , comprehens ive s tud ies have to be carried o u t to collect data, to analyze 

them for identification of problems. 

The extent of the s tudy area w a s confined to the s tudy of major traffic entering the city 

along m a i n and trunk roads from outs tat ions . The m a i n entrances to the city were 

cons idered a s Tennekumbura , Katugastota, Getambe, Heeressagala J u n c t i o n and 

Ampitiya. Surveys of traffic vo lume a n d Origin a n d Dest inat ion were carried o u t to 

find actua l traffic v o l u m e s o n major roads and traffic des ires of the commuters . 

Evaluat ion of the present s i tuat ion of m a i n roads to the city w a s d o n e b a s e d o n the 

f indings o f the s tud ies o n traffic vo lume a n d road capacit ies . S tud ie s were directed to 

find o u t Peak Hour Traffic, Composi t ion of Traffic, n u m b e r of Vehic les and Passengers 

entering the city per day. 

The resul t of the s tudy reveals that about 4 0 , 0 0 0 vehic les and 3 3 1 , 0 0 0 people enter 

the city daily. About 5 0 % of the total vehic les entering the city are Car/ V a n / J e e p type. 

Origin a n d dest inat ion survey data s h o w s that only about 4 0 % of vehic les need to 

c o m e to the city center a n d only about 15 - 2 0 % of vehic les need to go through the 

city for other dest inat ions . Out of the four m a i n roads, s i tuat ion of the Kandy -

Katugastota Road is critical where widening of road or alternative road i s urgently 

required. 
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